Jq Grease Guns|

Extra Heavly
Duty Pistol Grip
sku 445385 99
LINTI34 39

¢ 18" Whip Hose

¢ Includes Rigid Pipe

¢ Jam Proof Handle

* Variable Stroke Design

* 7500 PSI
o Filler Nipple/Bleeder Valve

LINCOLN 4

18 VoIt Powerluber™
Grease Gun

The Newest Addition to the
Battery-Operated Powerluber Family

skU 988881 99
LIN1844 3 2 9
¢ New Heavy-Duty High-Torque Motor for

Superior Performance in Demanding Work
Environments

¢ New 18-Volt High-Capacity Battery Delivers
Up to 10 Grease Cartridges

¢ High-Strength Composite Body and Casting
Provide Outstanding Durability

Lincoin 1142

Grease Gun

LINCOLN
|

®

Sku 988878
LIN1842

259%

® Same as
1844 Kit
but with
1 Battery

Without Weight Penalty with Purchase

] ¢ Next Generation “Smart Charger” of LIN1844
Professional B | o
Grease Glm "\"th ’ High-Volume or High-Pressure Output
18” Whip Hose
and Coupler
Sku 522903 3299
LIN1I47 LINCOLN
Same as 1142 with 18" .
Whip Hose and Coupler

Pneumatic
LINCOLN PowerLuber

. BN | aa5386 99
Professional LINTI62 7 9
Grease Gun

SKu 522902 99
LINTI42 24
¢ 3 Way Loading: By Cartridge, Bulk Load

and Suction Load

* Rugged Cast Pump Head for Strength
and Durability

¢ Jam Proof Toggle Mechanism Prevents
Binding or Accidental Bending of Plunger

¢ Develops 10,000 PSI Pressure

* First Choice of Users Everywhere

¢ Uses Common 14-1/2 Oz Cartridges

¢ Qutstanding Durability
and Dependability
o Fully Automatic,
Continuous Operation
e Accessible Check
Valve Assembly
¢ 30" High-Pressure Hose with
Coupler and Attachment Clip
® Pump Ratio: 40:1 at 150 PSI
* Max. Grease Pressure:
6,000 PSI

* Air Pressure Range:
40-150 PSI

LINCOLN
|

®

SKU 219687
LIN1244

229%

® Same as 1242

Kit but with
12 VOIt 2 BF?tgeries
1
Powerluber™ Downtime
Grease Gun
sku 219686
LIN1242
199??
* 5,000 PSI

¢ High Capacity Ni-Cad 12 Volt Battery

* 30" Flex Hose, Spring Guard and Coupler
® One Hour Smart Charger

¢ Heavy Duty Case

N
—rtyvac.

Fluid Evacuator
sKU 594882 99
MITMV7400 7 3

¢ Integrated 1.9 Gallon (7.3 Liter) Capacity Reservoir

* Large Base with Foot Stabilizer
¢ Durable, Chemical Resistant Polyethylene Construction

Fluid Evacuator Plus
SKU 497200 99
MITMVT7201 98

tF't5441/12/8 * Dimples in Band Bite into Filter for
* Integrated 2.3 Gallon (8.8 Liter) Capacity Reservoir 0 NOh-S|ID Removal ,
* Large Base with Foot Stabilizer e Swivel Handle for Hard to Reach Filters
¢ Durable, Chemical Resistant Polyethylene Construction B
10 Piece Cap
Pneumativac Fluid Evacuator Filter Wrench Set S
SKU 497203 l I 299 Sku 900828 3999 Mold Carrying Case
MITMV7300 27196

¢ Operates on Compressed Air

¢ 2.3 Gallon (8.8 Liter) Capacity Reservoir

¢ Large Base with Foot Stabilizer

¢ Durable, Chemical Resistant Polyethylene Construction
¢ Independent Air Shut-Off Valve

¢ Quiet, Muffled Exhaust

Oil Filter Wrenches

oM’

- TPR Handle Swivel
o3 Oil Filter Wrenches

$kU964999 €399

25370 NE W )
Fits 3-7/16" Sku 965002 €399

to 3-3/4" 25371

kU 965003 €99
25312

¢ 1" Wide Stainless Steel Band for Strong Grip

/ln-Ton 0il Filter/Can Crusher

¢ 10-3/8" Drive Cap OQil Filter Wrenches

o Fits 95% of Domestic and Import
Automotive Applications

¢ Includes: 65/67mm — 14 Flutes 80mm - 15 Flutes
68mm - 14 Flutes 86mm - 16 Flutes 74/76mm - 15
Flutes 93mm - 15 Flutes 76mm — 14 Flutes 93mm -
36 Flutes 76mm - 30 Flutes 100mm - 15 Flutes

3 Piece Low Profile Oil Filter Socket Set NE W )

Sku 990215 99

RANRP20FC 9 9 9
Reduces the Size of Used Oil
Filters to One Fourth of Their
Original Size. An Integrated
Collection Chamber and
Collector Down-Spout Tube
Allows Quick Recovery of the
0il for Easy Disposal to a Drum
Or Bulk Container. Ideal for
Crushing Automotive and Light
Duty Truck Oil Filters and Even
the Popular, 8" Tall Filters for
Cummins and Powerstroke
Diesel-Powered Vehicles.

e Save on Disposal Costs And Storage Space

e Fulfils EPA and Other Mandated Environmental Standards

* No Mess Design Operates Clean and Efficiently Lessen
Spill Hazards

¢ 12-1/2" Diameter Cylinder Provides 20,000 Lbs. Crush-
ing at 175 PSI

* Reduces Filters to 25% of Their Original Size

* 100% Air Operated Very Low Maintenance

OPTIONAL STAND

o 220%

¢.Siphons, Evacuates and Inflates
¢-Durable Polyethylene Construction
 Quickly Pumps Air or Liquid

Fluid Transfer Pump oc=M 0 094803 99
25713 ) ) ¢ Includes 27, 32 and 36mm
¢.Hand Operated, Lightweight and Portable ¢ 3/8 Drive

¢ 27mm for Cadillac STS 3.2L and Mercedes Benz 1.8L
¢ 32mm for GM Ecotec 2.2| and Saab

* 36mm for BMW M52, M60, M62,M70 and M73, Mercedes Benz OM604,605
K and 606, Audi VR6 Y

¢ Accommodates 5, 16 and 55 Gallon Drums

Many States are Mandating Filter Crushers.
Check Your Local Statutes For More Information.

8-Gallon 18-Gallon
Rolling Rolling Oil
0il Drain Drain with
$kU900953 Pump
9999 SKU900670
929
RANRD8G l 6 9
« Adustable RANRD18G
Height ¢ Adjustable Height
48" 10 72" 52" 10 83"
o Easy Pour ® Includes Qil Drain
Spout for Pump
Evacuation

o Lightweight

18 Gallon Rolling
0il Drain

SKu 988738

TRG2018 I 9999
* 18 Gallon Air Evacuating

Qil Drain

¢ Funnel With Screen, Drum
and Leakproof Lid

o ift-Lock Drain Tube

¢ Chrome Handle with Caster
Base Makes it Easy to Roll
Around the Shop

28 Gallon Rolling
0il Drain

e 229"

LINCOLN
A

®

18 Gallon Rolling
0il Drain with
Air Evacuation

skuU 988882 -I 9999
LIN3601
o All-Steel Design Includes
Reinforced Caster Supports
¢ 18 Gallon Tank
¢ 14" Telescoping Bowl;
Range of 45" t0 72"

 Reinforced Dispensing Hose
Doubles as a Sight Gauge to
Prevent Overfilling

¢ Preset Air Regulator
(Up to 150 PSI)




