Diagnostics

Code Scanners

Elite
AutoScanner®
Pro

$kU904670 4 7999

CP9190

¢ OBDI and OBDII Enhanced

* The Ability to Read Domestic Enhanced Codes,
Graph Engine Data, Record and Playback Stored
Vehicle Information, and the Ability to Print
Information Through a PC

¢ Compatible with All 1996 and Newer OBDI|

Compliant Vehicles as Well as Certain Pre-1996
GM, Ford and Chrysler Vehicles

a?actr'om

Elite AutoScanner® Plus

$kU897608 I 7999

CP9180

Compatible with All 1996 and Newer

OBDII Compliant Vehicles.

¢ Displays and Records Live Sensor Data

¢ English and Spanish Menu Options

¢ Reads, Displays and Erases Diagnostic Trouble Codes (DTCs), Stored in the PCM
¢ Displays Definitions for Generic and Manufacturer Specific DTCs
¢ Displays Freeze Frame Data

¢ Update Able Via the Internet

* Displays O, Monitor Test

¢ PC Compatible with Ability to Print

ABS BrakeScan
Sku 029107
CP9449 l 9999

Elite Auto Scanner

sku938528 99
CP9185 249
o Trilingual OBDII Enhanced Can Scan Tool

¢ Optional OBDI
¢ Compatible with All 1996 and Newer OBDII Compliant Vehicles

Code Scanners g OO0~

I
ABS and Can0BD2 “=Jmm
Scan Tool

sku 237646 99
INN3160 2 9 9
¢ ABS Coverage: Majority of 1996 and

Newer GM, Ford and Chrysler Vehicles P

¢ Firmware Upgradeable at
CANOBD2.com with Access to
Optional Repair Solutions®

¢ Reads OEM Enhanced DTC's and
Transmission Codes

¢ Tool Displays OBDII Freeze Frame Da .

o Provides SAE Enhanced Live Data - Views, Grapns
and Play Back* Live PCM Data Streams

 User Can Prioritize Live Data Values (P1.D.) for Quick Review and Analysis

o Bidirectional Testing, Vehicle ID Capture and Oxygen Sensor Results

¢ Memory Feature Stores Codes for Off-Car Review

¢ On-Screen Code Definitions and User Interface in English,
Spanish and French

Can0OBD2 and 1
Scan ToolKit

249

Sku237643

INN1403

. grofe%siolns! OBDII G%n%ric

can Tool Diagnoses Codes on

All 1996 and lglewer, As Well i ® *
As, the Most Popular OBD1 ‘
1981-95 Vehicles

¢ Provides SAE Enhanced OBDII Live
Data — View, Graph* and Play Back* Live PCM Data Streams

¢ Displays Freeze Frame Data

¢ Includes Spanish and French Interface and Definitions

e Unit Can Be Flash Updated with a Standard Windows®
PC (OBD-PC Link™ Software Required / Included with Tool)

Can0BD2 Scan Tool
Displays Live Data

189”

SkU988869

INN1303
Works on All 1996 and Newer Cars, |
Light Trucks, And SUVs

* Communicates with All OBDII
Protocols: C.A.N. (Controller Areg|
Network), ISO 9141, J1850PWM
J1850VPW, KWP 2000 1ISO 142304

e Provides SAE Enhanced Live
Data - Views, Records and
Plays Back* Live PCM Data Stred|

o Displays Freeze Frame Data
¢ Includes Spanish and French Interface & Definitions

¢ Retrieves OBDII DTCs: Generic Codes (PO, P2, P3 and U0) /
Manufacturer Specific Codes (P1, P3.and U1)

 Unit Can Be Flash Updated with a Standard Windows® PC
(OBD-PC Link™ Software Required / Included With Tool)

¢ Memory / Battery Backup for Off-Car Review and Analysis
¢ Comes with Access to CanODB2.com Repair Solutions

e g
lagnostic 100 ICE
nEIegQn | DRgp

¢ \Works on All 1996 and Newer

¢ Displays ABS Trouble Codes and Definitions
for Domestic 1996 and Newer Vehicles

Digital Advance Timing Light

sku718068 9999

CP7529

* Bright LED Screen and Mode Indicator Lights

¢ Microprocessor-Controlled Circuitry with LED Tachometer Display

¢ Flashlight Feature: 2/4 Cycle and RPM/Advance Lights
¢ All Metal Inductive Pickup

Multimeters Multimeters

Handheld Multimeter NEW
$kU900836 4999
UNIUT105
¢ Measure AC/DC Voltage and AC Current, . ..
Dwell Angle and Tachometer Alltﬂ!lltltl\le Digital
e Data Hold, Low Battery Display and a Max Multimeter [1 MegﬂhmIUI.]
Display Count of 1999 Specifications skU094874 99
¢ DC Voltage 200mV / 2V / 20V / 200V / 1000V +(0.5%+5) INN3340 9 9
0
: gg \(/Zotfegri'zgoi)i?/l/// fg(A)\/A/c (7:5?a\</: 18(;3 8/?;55 ¢ Auto-Ranging, Auto Shut Off, Over-Load Protection
UTI05 u ' uracy: £0.6% o Tests Alternator Diodes, Duty Cycle, Solenoids,
. Breaker Points, Wiring, Switches and More
Handheld Multimeter * Automatic Zero Adjustment, Reverse Polarity
$kU900818 Protection
UNIUTI106 99 * Monitors Vehicle RPM
« DC Voltage 200mV/ 2V / 20V / 200V / 1000V £(0.5%+2) : m%zﬂ::%;: "é‘;gu'fgt;fg; esave Retrieved Data
* AC Vloltage 200V / 750V (0.8%+5) P
¢ DC Current 200mA / 10A £(0.8%+5)
o Frequency 2kHz +(2%+5)
* Dwell 4CYL / 6CYL / 8CYL +(3%+5) Lab Scope
e Tach 4CYL/BCYL/8CYL +(3%+5)
¢ Continuity Buzzer
¢ Data Hold and Low Battery Display
UT106

Autoranging Digital Multimeter

w/ PC Interface

sku900835 7999

UNIUT60A

¢ RS232 PC Interface

¢ Resistance, Capacitance, Frequency, Diode and Continuity

¢ DC Voltage: 400mV / 4V / 40V / 400V / 1000V +(0.8%+1)
o AC Voltage: 4V / 40V / 400V / 750V £(1.0%+5)

¢ DC Current: 400uA / 4000uA / 40mA / 400mA / 4A [ 10A £(1.2%+3)
UT60A ¢ AC Current: 400uA /4000uA /40mA /400mA /4A/10A 1(2%+5)j

Gas Analyzer h

NEW ) Dual Channel Lab Scope
Five Gas Emissions Analyzer fJKEUIADmOB 99999

skU095060 3 .I 9 999 Digital Storage Oscilloscope
UEIAGA5000 ’ Graphing Multimeter 0BD2 Code Reader
* Measures Carbon Monoxide, Hydrocarbons, * Sample Rate 25 Meg Per Second
Carbon Dioxide, Oxygen, Nitric Oxide * 51 Preset Waveforms That Include Sensor, Actuator, Electrical
* Programmed to Evaluate Gasoline, and Ignition Patterns
LPG and CNG Fuels * DC to 5Mhz Bandwidth
* Calculates A/F Ratio * Secondary Ignition Displays the Waveform and Includes Spark
e Infrared Link to Optional Printer Voltage, RPM, Burn Time and Burn Voltage
e Four or Eight Line Backlit Display o Parade Pattern on Secondary Ignition “Parade” Mode
¢ Separate Pump Switch o Built In “Help” Includes Test Procedure Showing How to Con-
o Self-Powered, the Only Connection to the nect the Circuit, a Sample of the Expected Waveform, Theory of
Vehicle is the Tailpipe Hose Operation and Troubleshooting Tips
* Includes Protective Rubber Boot, Water Trap * Includes USB Software to Capture Screen Images
and Filter, Carrying Case, Battery Charger, * One Year Warranty
Exhaust Probe and Five Extra Filters
¢ Integral Flow Checking Provides Warning of K j
Probe or Filter Blockages

¢ One Year Warranty

Cars, Light Trucks, SUVs and
Minivans — Domestic and Import

¢ Links to All OBDII Protocols
Including CAN

¢ Automatic Refresh Updates Data
Every 30 Seconds When Connected to
the Vehicle — An Easy Way to Verify
Repair Completion

¢ Memory Feature Stores Codes, Even When Reader is Unplugged

V Come with Access to CanOBD2.com Repair Solutions *Software Inc\udy

4 Non-Contact

Infrared Printer for Infrared Thermometer
AGA5000 $kU951642 2999

skU095100 3 4999 25245

UEIKMIRP2 . TengperatureoFiange:o }

* One Year Warranty -35°1to0 + 365° C, -31° to +689° F

e Distance to Spot Ratio of 8:1
e | aser Pointer




