
6 Prices Subject To Change Without Notice.

Lifts

10,000 Lb  
2-Post Lifts
SKU 210258  Asymmetrical 
                                           (shown with optional equipment)

BENXPR10AC
210256 Symmetrical 

BENXPR10C

2,59999

7,000 Lb, Rolling Bridge Jack
SKU 212556 1,29999
BENRJ7
• �Designed for the 14,000 Lb 4-Post Lifts
• �Standard Rubber or Optional Steel Lifting Pads
• �High Pressure Air Hydraulic Power

Price Does Not Include Vehicle, Installation 
or Optional Equipment as Shown.

Rise: 69”
Overall Height: 145”
Overall Width: (Outside Base Plate) -132”
Width Outside of Columns: 126”
Inside Columns: 99” 
Time of Full Rise: 45 Seconds
Lifting Capacity: 10,000 Lbs
Max Load per Arm: 2,500 Lbs
Motor: 220 VAC / 60 Hz 1 Phase

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

Asymmetrical Column 
Orientation

Symmetrical Column 
Orientation

10,000 Lb, 2-Post Lifts
SKU 534581  3,79999
ROTSPOA10
Asymmetrical 
(Shown with optional equipment)

SKU 210371 3,79999
ROTSPO10   
Symmetrical 

Asymmetrical Lift (As Shown)

• �Patented “Double S”, Single-Piece Construction 
Column Design

• �High Pressure Cylinders Provide Maximum Lifting Force
• �Power Units May Be Laced on Either Lift Column
• �Arm Restraints Engage When the Lift is Fully Lowered
• �Overhead Padded Switch Bar to Prevent Damage to a 

Vehicle from Being Raised Too High
• �Standard Three-Position Flip-up Adapters Allow for  

Quick and Easy Contact with Pick-up Points

Symmetrical Lift 
• Columns Are Not Rotated
• �Vehicle Load is Centered  

Between the Columns to  
Maximize Lifting Capacity 

• �Truck and Van Doors  
Can Open Fully in Front  
of Lifting Columns

NEW

Price Does Not Include Vehicle, Installation  
or Optional Equipment as Shown.

14,000 Lb  
4-Post Alignment Lift 
SKU 898466      4,39999
BENHD14LS

6,000 Lb  
Low-Rise Lift
SKU 825000    2,19999
BENP6 
SKU 898533    2,19999
BENP6F 
(Flush-Mount)

Rise: 70”
Column Height: 88”
Overall Width: 126”
Width Outside of Columns: 181”
Inside Columns: 88”

Max Load Per Arm: 
7,000 Lbs for Front and Rear Axle
Motor: 220 VAC/60 Hz 1 Phase
4-Wheel Alignment: 72” - 135” 
2-Wheel Alignment: 150”

• �Three Different Ramp Lengths to Choose
• �Heavy-Duty Turn Plates and Integrated Rear  

Slip-Plates Included
• �Multi-Position Turn Plate Pockets
• �Automatic Leveling System
• �Runways Include Rail-Kit For Optional Accessories
• �Electric/Hydraulic Power System
• �Single Hydraulic Cylinder Mounted  

Underneath Runway
• �Internal “Anti-Sway’ Slider Blocks  

In Each Column

• �Features Heavy-Duty 1/2” Aircraft Cable
• �Rugged 1-3/8” Roller Axles and Oversize  

Self-Lubricating Cable Sheaves
• �Multi-position Safety Locks In Each Column with 

Push-Button Safety Release
• �Runways Adjust for Different Tread Widths and  

Feature Non-Skid Surface

The Exclusive Clear Center Design Enables Shops to Offer Fast and  
easy Tire Rotations. the Flush Mount Version P-6F Provides a Clean,  
in-ground, Flush Mount Appearance. Both Lifts Come Standard with 
Rubber Tops and Additional Rubber Lifting Blocks.

• Open Center Design
• Low-Profile
• �Electric/Hydraulic 

Power System
• �Hands-Free Safety 

System
• �Heavy-Duty Steel 

Channel Frame

Lifting Height (Less Lift Blocks): 26” 
Lifting Height (With Lift Blocks): 29”
Overall Pad Length: 53”
Overall Width: 18” 
Overall Length: 81” (P6F: 78”)
Lowered Height: 4”
Lifting Time: 35 / Seconds
Motor: 110-220 VAC / 60 Hz. / 1 Phase

8-CCD 4-Wheel 
Wireless Alignment System 
SKU 899851        11,99999
RANCRT380R

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

SKU 210249 
Asymmetrical-Wide
BENXPR10ACX
SKU 210257 Symmetrical-Wide
BENXPR10CX

2,69999

• Single Point Safety Release
• �Dual Hydraulic “Direct-Drive” Cylinders
• �Oversize 53” Tall Carriage for Superior  

Strength and Durability
• ��Drop-End Arms Provide a Lower  

Pad Height
• �Triple-Telescoping Arms Provide  

Increased Range for Lifting Point Access
• �Electric/Hydraulic Power System
• �Large, 19” X 17” Steel Base Plates
• �Self-Lubricating Dura-Glide  

Polyethylene Bearing System
• �Safety Locks in Each Column Spaced Every 3”
• �Automatic Arm Restraints
• �Heavy-Duty Dual 3/8” Equalizer  

Cables with Oversize Cable Sheaves

FREE
with Purchase of any 

BendPak 10,000 or 14,000 

Lb Lift Models 

3 Ton Speedy Jack

SKU 901629 

RANRFJ3TQP

$250.00 Value

• �Cordless Bluetooth  
Sensors Remove 
Hassle of  
Connecting Cables 

• �On-Sensor Controls 
Permits Users to  
Operate Selective  
Computer Software 
Functions from Any Wheel 
Location Eliminating the 
Need for Countless Return 
Trips to the Console

• �Greater Speed, Improved Range 
and Accuracy and Quick, Precise 
Measurement Readings

• �Instantaneous Wireless  
Data Transfer as Far Away as  
200’ Between Sensors and  
CRT380R Aligner

• �Tough Polymer Casings and  
Sturdy Construction Reduces  
Potential Damage to Sensitive  
Sensor Components

• �Contamination-proof  
Touch-pad Controls

• �Improved Ball-bearing Actuators for 
Precise Pendulum Movement

• �Automatic Battery-Charging Docking 
Stations Built Right on the Cabinet 
Sides. Keeps Sensors Charged and 
Ready at All Times

• �Sleep-mode Function During Vehicle 
Adjustment Periods to Preserve 
Battery Life

• �On-Screen Displays Alert Alignment 
Technician of Possible Sensor  
Adjustments Required for Precise, 
Accurate Readings

• �Long-life 7.2V NiMH Batteries  
Provide a Full Day of  
Continuous Operation

• �26” Capacity Wheel Clamps

The Ranger CRT380R Alignment System is a 
Highly Accurate, 4-Wheel, Wireless Alignment 
System for Domestic and Imported Cars and 
Trucks. Designed for Simplicity and Speed, This 
Essential System Features 8-CCD Technology, 
Bluetooth® Data Transfer and Our Refined 
ProSpec® Alignment Software.

ProSpec® Software was Designed to Give Your Wheel 
Alignment Service the Best Possible Efficiency. With 
It, You Can Now Select the Most Effective Measuring 
Routines Before Even Starting Wheel Alignment 
Procedures. Standard Programming Options 

Include Software-guided Routines with Initial and 
Final Measurements; Rapid Procedures for 

Measurements Without Caster Steering Angle 
and / or Runout Compensation or “Free” 

Measurement for Verifying Individual Values 
as Required.

Price Includes 

FREE
 Set Up and Training.

 Contact AutoZone® 

Tool & Equipment  

at 877-298-6651 

for details!


