Shop Equipment
Pipe Benders

Blue Bullet

$ku 015350 6 4 4999

BENBBI y

* | eg-operated Control Lever
at Front Keeps Hands Free

¢ Two Separate End Finishing
Units at Rear for All Necessary
Flaring and Expanding

¢ Degree Plate Located Up
Front for Easy Viewing

¢ Comes Complete with
Quick Release Bending and
End Finishing Dies

¢ Includes High-speed
Clampless Swager and
Internal Expander

3" Bending Capacity:
(Dies Optional)

¢ Compact Design

System

Compressors

9 HP 60 Gallon

Vertical Two Stage
sku237654
OEM55208/230T6V

1,299

® 208/230 Volt, Single Phase

¢ CFM: 14 @175 PSI

e Low 22 Running Amps, 30 Amp Service

* Industrial Grade Motor with Cooling Fan

¢ Two Cylinder Cast Iron, Two Stage Pump
¢ Automatic On/Off Pressure Switch

o | ightweight Stainless Steel Reed Valves

Options Available:
¢ Three Phase Motor
¢ Automatic Tank Drain

Compressors

10 HP 120 Gallon
Horizontal

Two-Stage
Fully Packaged
Sku988891
IRT2545E10VP

2499

® 230/460 Volt

¢ 3 Phase Motor

¢ V/ Block, Cast-iron Belt
Driven Pump

Fully Packaged Includes
After Cooler and
Automatic Tank Drain

¢ Energy Efficient
5-H.P. Motor

¢ Heavy-duty 4-GPM
Hydraulic Pump

o Filtered Hydraulic

¢ Solid Steel
Heat-treated Tooling

o [imited 5-2-1 Warranty.
(Five Years Structure / Frame
/ Two Years Components /
One Year Tooling & Labor)

¢ Updated Computer Card
System Available for All
Necessary Bend Data for
Automobiles and Light
Trucks Dating Back to 1960

Leasing Terms Available.
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

Leasing Terms Available.
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

SKU237632

¢ Manual Tank

Unloader Val

Options Available:
¢ Three Phase Motor, Horizontal Tank,
Automatic Tank Drain

Maximum Bending
Radius 5"

Top Cylinder
Working Force
55,000 Lbs.

Minimum Bending
Radius 3-1/2"

Hydraulic Filter
Canister Type

3” Die Kit (optional)

Maximum Tube
Capacity 3" /.095
Wall

Dimensions:
42" x 62" x 31"

2 8997

Dies Supplied Motor* 5-H.P/ 220
1-1/2",1-3/4", 2", VAC / 1-Phase
2-1/4", 2-1/2"

7 HP 80 Gallon
Vertical Two Stage

0EM7S208/230T8V

2,129%

® 208/230 Volt, Single Phase

¢ CFM: 23.5 at175 PSI

¢ [ ow 28 Running Amps, 40 Amp Service

¢ Magnetic Starter Included

¢ Industrial Grade Motor with Two Cooling Fans

¢ Two Cylinder Cast Iron, Two Stage Pump with
Cast Iron Inner and After Coolers

Drain and Vibration Pads Included

¢ Automatic On/Off Pressure Switch with Head

ve

Leasing Terms Available.
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

Leasing Terms Available.
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

AutoZone® Offers a Complete Line of BendPak Tubing Benders.
Contact Us at 877-298-6651 for More Information.

/

10 HP 120 Gallon
Horizontal Two Stage

Sku237638

0EM10T208/230T12H 2,5 2999

© 208/230 Volt, Three Phase

* CFM: 36 @ 175 PSI

¢ Low 28 Amps, 40 Amp Service
* Magnetic Starter Included

¢ Industrial Grade Motor
with Cooling Fan

¢ 4 Cylinder Cast Iron,
Two Stage Pump with
Cast Iron Inner and
After Coolers

¢ Manual Tank Drain

Options Available:
* 440/460 Volt Motor

¢ Automatic Tank Drain

Leasing Terms Available.
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

O=EM’

75HP80Gallon [’

Vertical Two-Stage | ¢

sku210434 2 39999
IRT2475N7.5V 4y
¢ Durable Cast-iron, Two-stage
Enblock Design
¢ 175 PSI Maximum Operating Pressure
¢ CFM: 25.0 at 175 PSI
e Cast-Iron Pump
e Automatic Start/Stop Control Oil
Site Glass and Enclosed Belt Guard

e Factory Mounted and Wired Motor
Starter

Leasing Terms Available.
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

N

5 HP 80 Gallon
Vertical Two Stage

$KU095102 -I ,69999

IRT2475N5V

¢ Durable Cast-Iron, Two-Stage Enblock
Design

¢ 175 PS| Maximum Operating Pressure

¢ 100% Continuous Duty for Tough Applications

¢ Extended Pump Life for Years of
Trouble-Free Service

¢ Enclosed Unit Offers Reduced Noise Levels
as Low as 69DBA

¢ Factory-Mounted and Wired Motor Starter
¢ Automatic Start/Stop Control
* ASME Coded Receiver Tank

¢ Qil Sight Glass and Totally
Enclosed Belt Guard

* CFM: 16.8 @ 175PS]|

Leasing Terms Available.
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

5 HP 60 Gallon
Vertical Two Stage

sku210433 'I 39999

[RT2340L5V M 4

¢ Durable Cast-iron, Two-stage Enblock
Design

¢ 175 PSI Maximum Operating Pressure

e CFM: 14.7 at 175 PSI

e Cast-Iron Pump
¢ Automatic Start/Stop Control

2 HP, 20 Gallon Garage Mate
Portable Air Compressor

5210436 5 6999

IRTP1.5IUA9
The Powerful, Portable Compressor for Home and Work
e Cast Iron Cylinders and Frame

* 135 PSI Maximum Operating Pressure

e CFM: 5.7 @ 90 PSI

e Cast-iron Pump

¢ Extends Compressor Pump
Warranties from 1 Year to

i

IngersollRand.
Ingersoll Rand
Lubricant,
1 Quart
skuU210438 399
IRT38056602

« Ol Site Gl 4 Enclosed - - ¢ Equipped with a Pressure Switch, Pressure Gauge, 2 Years
leal h IGiarcfss and enclose Ask‘;‘j;s;ﬁgzrf;"gjmﬂ:z;’,asge'g;,,.Sr' Regulator, Safety Valve, And 6 Ft Power Cord
* Factory Mounted and Wired Free Delivery! * 115 Vol -
K Motor Starter Free Dehvery!
Accessories I g e
. oM O=EM
3 !:l:fe AerBhIW Eu" fet Dual-Head Chuck %" 50' Rir 25’ X 3/8” Rubber
With Long Angle Nozzie Tire Inflator NEW Hose Reel Air Hose, 1/4” NPT
3&%?4651 2 499 Gauge skU900815 9999 $kU900829 2799
: sk 094652 2 499 25979 25885
. E!'gononjlc H?ndle for"C0mfort 25864 * Features a Metal Spring * Working Pressure:
N IR0 and 20 * 6" Chrome-plated Dual-head Chuck Guide and Smooth Automatic 200 S
with Full 360° Swivel Action Retracting Spring Coil
« 15" Air Hose with a 1/4" Female * Max Pressure: 300 PS 50° X 3/8” Rubber
NPT and a 3/8" 24 Thread Air Intake H ”
 Inflates Within a 10 0 120 Lbs. Non Conductive Rir Hose, 1/4” NPT
Pressure Range 900814 Sku900830 4899
* Magnifying Bubble Lens, Allows %%78 I 2999 25890

Full View of the Pressure Scale

 Gauge Shown in 2-Ibs. Increments

* \Working Pressure: 200 PS|




