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Timing Gear

and Pulley Set
sku555508 J =00
27009 I 5
STORE STOCK

« Services Crankshaft Pulleys and
Timing Gears on Gasoline and
Diesel Powered Engines

Harmonic Balancer Puller Kit

e 19%

STORE STOCK
« Used to Remove Harmonic Balancers,
Vibration Dampers, Pulleys or Gears

« Kit Features Four Yoke Slots Allowing Unit to be Used for Two or Three-
Hole Applications, Floating Swivel Prevents Damage to the Shaft Ends
and the Yoke is Heat-Treated Alloy Steel for Strength and Durability

« Set Includes Yoke, Pressure Screw and Pulling Screws
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. oM
Harmonic

Balancer Installer

5391373 00
21144 44
STORE STOCK

« Used to Properly Install
Harmonic Balancers

oM’

Chrysler Harmonic
Balancer Puller

5391370 7000

21139

STORE STOCK

« For Removal of the Harmonic
Balancer on Many Chrysler and
Mitsubishi Engines

oM’
Pulley
Puller/Installer Kit

sku002075 3000

27031
STORE STOCK

» Used to Remove and Install Power Steering
Pump Pulleys on Many Domestic Vehicles

Q-
O

LARA

Harmonic Balancer/
Steering Wheel Puller

sku'532440 'I 699

25053

STORE STOCK

« Removes Balancers, Steering Wheels, Pulleys and/
or Gears with Tapped Holes

« Floating Swivel Helps Prevent Damage to Shaft End '

« 4 Slots In Yoke, Use For 2 Or 3 Hole Applications
With 3/8-24, 5/16-18, And 3/8-16 Size Bolts

« 3 Metric Bolts (size M8-1.25 x 80mm)
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FWD Axle Puller Adapter

Sku 002061 2000

27058

STORE STOCK
« Used to Pull CV Drive Axles From the

Orc.

Variable Pin

Spanner Wrench _ , , AAN

sku110449 ved >
6613 5499 ——

« Universal Design Fits Many Different Types of Pulleys Having Slots
or Holes, Including Camshaft Pulleys

« Wrench is Adjustable from 1-1/4” to 5”; Works
with a 1/2” Ratchet or Breaker Bar.

* Replacement Parts: 3.5, 4, 4.5, 5, 6, 7, 10mm

Transmission of Front Wheel Drive Cars and Handle
oM’ oM Water oM’ . oM
Honda Pump Universal
Valve Spring Crankshaft Pulley Holding Tool rla'II d@'“t.fh |
Compressor Holding Tool for GM oiding Too
$U002052 2 500 s 217379 3 599 5094808 2999 s 209526 4999
27040 27176 27207 21117
STORE STOCK « Holds Crankshaft Dampeners « Use For 2002-2008 GM 2.2L » Aids in Changing Fan Clutch
« Used to Compress Overhead When Tightening/Loosening & 2.4L Eco Tech Engine in by Holding the Pulley
Valve Springs Without Crankshaft Bolt on Honda Chevrolet Oldsmobile, Pontiac « Fits Many GM, Ford and
Removing Cylinder Head and Acura Engines and Saturn Platforms Dodge Vehicles
. oM (e —/,7 § oM’
"
Water Sensor Fan Clutch
- Hydraulic Water Socket Wrench Set
{“* Valve Lifter Pump k607072 =99 skU110280 6999
\  Remover Socket 25369 21186
\ %’%2624904 I 899 sKU693857 00 STORE STOCK « Set Includes 9 Sizes: 36,
27109 * Remove Water Sensor 40, 48, 54, 57, 68, 72, 76,
STORE STOCK When Changing the Fuel 83mm Wrench Sizes
« Use for Removing STORE STOCK Filter on GM 6.6L )
Valve Lifters « Use on Northstar 4.6 Cadillac Duramax Diesel Engines
from Engine Block and Oldsmobile Engines « 3/8” Square Drive
0il Press Switch
Socket . Oxygen Sensor Professional
sku141490 €99 Socket Set \ compression
25254 272729 00 \ :
STORE STOCK 27110 2 5 Test Kit
* Fits most 1” and 1-1/16™ switches STORE STOCK - SKU9T2276 6999
« Accepts Oil Pressure Sending Units | =~ - Universal Slotted MITMV5530
up to 2-5/8” Long ¥ 4 Socket to Service Hex Block Test * Manual Pressure Release
Vacuum Switches and OCK Tester « Extended Hoses for
Oxygen Sensors Sku391378 2 500 Hard to Reach Cylinders "
I  3/8” and 1/2” Drive, 27145 « Large 2-3/4” Easy to Read Gauge .
3/8” Drive Oxygen i 22mm/7/8” STORE STOCK * Quick Disconnect Fittings
Sensor Socket « Locate Internal Combustion « Not for Diesel Engines
Sku 047738 €399 Leaks Quickly and Easily
25001
STORE STOCK
« For Use with 3/8” Drive Ratchet or Block quter .
1" Wrench Oxygen Sensor Wrench Test Fluid Compression
5948079 00 sKU391381 Tester Gauge Set
21162 2 5 25739 sku424906 3 800
. . 21138
0il Pump Primer GM V6-V8 STORE STOCK 7?7
« Use with Oxygen Sensors on STORE STOCK
SKU 534529 3000 Ford 4.6 and 5.4 Engines STORE STOCK « Test Engine Compression
27060 - 22mm/7/8” * 16 Oz, Use with Block from 0-300 PSI on 14mm
STORE STOCK ;I';SYtﬂs and 18mm Spark Plug Ports
0il Pump Primer
Ford 1/
sku 534537 2 500
21061 oM’ 6 Piece Noid Light Set OEM’
STORE STOCK 7 Piece Sensor sku948078 2 500
I[:]Il I;%r;l{)GPrlmer Socket Set 27161
or sku900823 5999 STORE STOCK
sku 534545 2 500 27189 « For Checking
27062 « For Removal and Installation of Hard to Electrical
Reach Oxygen Sensors, Oil Pressure Impulses from
STORE STOCK o Switches, Oil Pressure Sending Units the Wiring
* Used to Prime the Lubricating System and Thermal Sensor Switches Harness to the
of a Rebuilt Engine Prior to the First Fuel Injectors
Start, Preventing a Dry Start

1 8 Prices Subject To Change Without Notice.



