
6 Prices Subject To Change Without Notice.

Lifts

10,000 Lb, 
2-Post Lifts
210258  Asymmetrical 
                                (shown with optional equipment)

BENXPR10AC
210256 Symmetrical 

BENXPR10C

2,49999

210249 Asymmetrical-Wide
BENXPR10ACX
210257 Symmetrical-Wide
BENXPR10CX

2,59999

• Single Point Safety Release
• �Dual Hydraulic “Direct-Drive” Cylinders
• �Oversize 53” Tall Carriage for Superior Strength 

and Durability
• ��Drop-End Arms Provide a Lower Pad Height
• �Triple-Telescoping Arms Provide Increased Range  

for Lifting Point Access
• �Electric/Hydraulic Power System
• �Large, 19” X 17” Steel Base Plates
• �Self-Lubricating Dura-Glide  

Polyethylene Bearing System
• �Safety Locks in Each Column  

Spaced Every 3”
• �Automatic Arm Restraints
• �Heavy-Duty Dual 3/8” Equalizer  

Cables with Oversize Cable Sheaves

 14,000 Lb, 4-Post Lift
898152   3,39999   898169   3,69999
BENHD14                                 �BENHD14X 

Extended

7,000 Lb, Rolling Bridge Jack
212556 1,29999
BENRJ7
• �Designed for the HD14, 4-Post Lifts
• �Standard Rubber or Optional Steel Lifting Pads
• �High Pressure Air Hydraulic Power

• �Single Hydraulic Cylinder  
Mounted Underneath Runway

• �Fully Enclosed Lifting Cables, Safety  
Locks and Sheaves

• �Internal “Anti-Sway” Slider Blocks In  
Each Column

• �Pneumatic Push-Button Safety Release
• �Features Heavy-Duty 1⁄2” Aircraft Cable
• �Oversized Sheave Diameter Reduces 

Cable Fatigue

• �Rugged, 
Self-Lubri-
cating Cable 
Sheaves 
Combined 
with 1-1⁄4” 
Sheave Axles 
are Fully 
Enclosed   
Minimizing 
Pinch Points

Price Does Not Include Vehicle, Installation,  
or Optional Equipment as Shown.

Price Does Not Include Vehicle, Installation 
or Optional Equipment as Shown.

• �Multi-Position Safety Locks  
in Each Column

• �Power Unit Can be Located  
at the Front or Rear of the Lift

• �Approach Ramps Incorporate 
Built-In Rear-Wheel Shocks

• �Independent “Back-up”  
Slack-Cable Safety Latches

Rise -69”
Overall Height -145”
Overall Width (Outside Base Plate) -132”
Width Outside of Columns -126”
Inside Columns -99” 

Time of Full Rise -45 Seconds
Lifting Capacity -10,000 Lbs
Max Load per Arm -2,500 Lbs
Motor -220 VAC / 60 Hz 1 Phase

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

6,000 Lb, Mid-Rise Lift
210386   1,89999
BENMD6XP
• �Perfect for Servicing Light-Duty Trucks and Cars
• �Portable Motor Cart Serves as Tow Handle
• �To Easily Move Lift From One Bay to Another
• �Adjustable Arm Assemblies
• �Safety Lock Bar with Multiple Lock Positions Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

6,000 Lb, Low-Rise Pad Lift
210383  1,54999
BENLR60
Portable
210384  1,54999
BENLR60P
• �Electric/Hydraulic Power System
• �Multi-Position Safety Locks
• �Rubber Lifting Blocks Included
• �Dropped Cross Bar for Added Clearance
• �Heavy-Duty Steel Channel Frame

Price Does Not Include Vehicle, 
Installation 

or Optional Equipment as Shown.

Price Does Not Include Vehicle, Installation 
or Optional Equipment as Shown.

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

Free Delivery!

Leasing Terms Available.  
Ask Your AutoZone® Commercial Specialist.

Asymmetrical Column 
Orientation

Symmetrical Column 
Orientation

Price Does Not Include Vehicle, Installation  
or Optional Equipment as Shown.

10,000 Lb, 2-Post Lifts
534581        3,79999
ROTSPOA10
Asymmetrical 
(Shown with optional equipment)

210371      3,79999
ROTSPO10   
Symmetrical 

Asymmetrical Lift (As Shown)

• �Patented “Double S”, Single-Piece  
Construction Column Design

• �High Pressure Cylinders Provide  
Maximum Lifting force

• �Power Units May Be Laced on Either 
Lift Column

• �Arm Restraints Engage When the Lift is 
Fully Lowered

• �Overhead Padded Switch Bar to 
Prevent Damaging a Vehicle from Being 
Raised too High

• �Standard Three-Position Flip-up Adapt-
ers Allow for Quick and Easy Contact 
with Pick-up Points

Symmetrical Lift 
• Columns Are Not Rotated
• �Vehicle Load is Centered Between the 

Columns to Maximize Lifting Capacity 
• �Truck and Van Doors Can Open Fully in 

Front of Lifting Columns

PRICE  DROP

PRICE  DROP

PRICE  DROP

PRICE  DROP

PRICE  DROP


