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Shop Heaters and Generators

Shop Heaters

.. MX-200 Waste 0il Heater . B
E g e 8,799 Value Package (" Value Package [[)

*Thru-Roof Chimney *Thru-Wall Chimney

150,000 BTU 150,000 BTU
. 4,699% 1, 4,899%
= LAN9963C “Hy LAN9963D “Hy
e
E: MODEL MX150C MODEL MX150D
i 250,000 BTU 200,000 BTU
-
N 988923 5 49999 988918 4 99999
| LAN9965C J 4 LAN9964D [ 4
MODEL MX200C MODEL MX250C MODEL MX200D
Reduce Your Heating Bill and Save on Hauling Oil
off-Site. Will Pay for Itself in 12-18 Months.
* Heating Area: 7,000 Sq Ft 300,000 BTU 250,000 BTU
* Power Supply (AC): 120V/60Hz 988926 929
* 200,000 BTU LAN9966C I i ‘L)/?h?99926g0 5 69999
* Includes Ceiling Hung Heater, Secondary Air Regulator, MODEL MX300C [
. Oil Bypass Regulator, Pump Assembly, Primary Waste Ol MODEL MX250D
Not Available I Calitornia Strainer, Check Valve, Barometric Damper, Oil Supply Strainer,
Thermostat and 215 Gallon Waste Oil Stofage Tank and Roof/'
Chimney Kit 300,000 BTU
988893 5 79 999
LAN9966D I i
10-Ton Oil Filter/Can Crusher HOPEL IR
999°*
RANRP20FC
. . . : Specificati H MX-150 MX-200 MX-250 MX-300
The industrial Ranger RP-20FC oil filter crusher conveniently pecilications
reduces the size of used oil filters to one fourth of their Heat Range (BTUH)** to 150,000 to 200,000 to 250,000 t0 300,000
original size. An integrated collection chamber and collector
down-spout tube allows quick recovery of the oil for easy Fuel Input (GPH) 107 144 179 214
disposal to a drum or bulk container. Ideal for crushing automotive Heating Area (sq. ft.)* To 5,000 To 7,000 To 12,000 To 15,000
and light duty truck oil filters even the popular, 8" tall filters
for Cummins and Powerstroke diesel-powered vehicles. Power Supply (AC) 120V.60Hz 120V.60Hz 120V.60Hz 120V.60Hz
e Save on Disposal Costs And Storage Space Max Electrical D
* Fulfils EPA and Other Mandated Environmental Standards o FecHica raw 19 Amps 195 Amps 222 Amps 222 Amps
* No Mess Design Operates Clean and Efficiently Lessen Spill Hazards Cabinet Dimensions (H-W-L) 24" x 40" x 48" 24" x 40" x 48" 36" x 46" x 48" 36" x 46" x 48"
¢ Single Control Valve Operation - -
* 12-1/2" Diameter Cylinder Provides 20,000 Lbs. Crushing at 175 PSI Hanging Weight (Ibs.) 413 413 630 630
* 20-Second Cycle Time . Axial Fan (CFM) 2,400 2,600 3,975 4,750
¢ Reduces Filters to 25% of Their Original Size
* Removes Up to 95% of the Oil Chimney Pipe*** 6" Class A 6" Class A 8" Class A 8" Class A
* 100% Air Operated Very Low Maintenance —
+ Automatic Safety Door Stops Operation When Door is Open Compressed Air 2CFM-15PSI 2CFM-15PSI 2CFM-18PSI 2CFM-18PSI
. Comes Standard with Pressure Regulator and Air Moisture Separator Combustion Chamber 12 GA CRS 12 GA CRS 10 GA CRS 10 GA CRS
¢ Optional Stand Accommodates 5, 16 and 55 Gallon Drums for Ef-
ficient Fluid Handling Chimney Location Top/Left Side Top/Left Side Top Top

Generators Generators
For All Questions For All Questions

CALL 1.800.445.1805 CALL 1.800.232.1195

5000 Watt PRO
Portable Generator

989194 69999

PM0105001

¢ Magna Force 389cc OHV Engine

¢ Overhead Valve (OHV) Engine Provides Improved
Fuel Efficiency, Longer Life, Easier Maintenance,
and Less Noise

e Cast Iron Sleeve on Engine Supplies Extra
Protection from Wear and Tear

¢ 5000 Running Watts; 6250 Maximum Watts

* GAS TANK & RUN TIME: 6.5 Gallon Gas Tank
Runs up to 11 Hours @ 50% Load

¢ CONTROL PANEL (2) 120V Duplex;
(1) 120V Twist Lock; (1)12V DC Cigarette
Outlet

¢ PORTABILITY Well-balanced Handle for Easy
Portability

6500 Watt
Portable Generator

989166 89999
PM0106500

¢ Magna Force 420cc OHV engine
¢ Overhead Valve (OHV) Engine Provides Improved Fuel Efficiency,

Longer Life, Easier Maintenance and Less Noise

¢ Cast Iron Sleeve on Engine Supplies Extra Protection from Wear
and Tear

¢ 6500 Running Watts; 8125 Maximum Watts

¢ 6.5 Gallon Gas Tank Runs Up to 9.5 Hours @ 50% Load
¢ (2) 120V Duplex Outlets, (1) 120V Twist Lock; (1) 240V Twist Lock|
¢ 10" Flat Free Foam Filled Wheels

4050 Watt Generator
920157 99

56405 3 9 9

The unit is designed to produce 27 AMPS of rated
power so a 30 AMP multiple outlet power strip
can be used to distribute electricity to critical
equipment/appliances.

¢ 7HP OHV Engine

® 2—120V Duplex Receptacle (Rated at 20 AMPS)

¢ 1—120V Duplex Receptacles(Rated at 30 AMPS)

10 Hours of Run Time at Half Load

¢ Digital Hour Meter

o Spark Arrestor
¢ Wheel Kit




