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Shop Equipment

Compressors

3⁄8” 50’ Air Hose Reel
900815 9999
25979
• �Features a Metal Spring Guide  

and Smooth Automatic Retracting  
Spring Coil

• Max Pressure: 300 PSI

Non Conductive
900814 12999
25978

Air Hose Reel

Compressors

Air Hose

50” X 3/8” Rubber 
Air Hose, 1/4” NPT
900830 4899
25890
• �Working Pressure:  

200 PSI

25” X 3/8” Rubber 
Air Hose, 1/4” NPT
900829  2799
25885
• �Working Pressure:  

200 PSI

OEM Sockets Are the Strongest in the Industry. Feature Posi-Grip No-Slip™ Design. The Socket Wall Design Provides Superior Gripping Power 
Without Rounding the Fastener Points. Torque is Applied to the Walls of the Fastener Head. Constructed of High Impact Grade Chrome Moly Steel with Step Down Design. 

11 Piece 1⁄2” Drive Impact 
Socket Set (SAE)

10 Piece 1⁄2” Drive Impact 
Socket Set (Metric)
391195        1799
25593 (SAE)
391192          1799
25591 (Metric)
• �Shallow 6 Point SAE and Metric Sockets
• �SAE: 3/8”, 7/16”, 1/2”, 9/16”, 5/8”, 11/16”, 

3/4”, 13/16”, 7/8”, 15/16”, 1”; Metric: 10, 
11, 12, 13, 14, 15, 16, 17, 18, 19mm

11 Piece 1⁄2” Drive Impact 
Socket Set (SAE)

10 Piece 1⁄2” Drive Impact 
Socket Set (Metric)
391196           2499
25594 (SAE)
391194           2499
25592 (Metric)
• �Deep 6 Point SAE and Metric Sockets
• �SAE: 3/8”, 7/16”, 1/2”, 9/16”, 5/8”, 11/16”, 

3/4”, 13/16”, 7/8”, 15/16”, 1”; Metric: 10, 
11, 12, 13, 14, 15, 16, 17, 18, 19mm

12 Piece 3⁄8” Drive Impact 
Deep Socket Sets 
442193           1999
25590 (SAE)
464314           1999
25588 (Metric)
• �Deep 6 Point SAE and Metric Sockets
• �SAE: 5/16”, 3/8”, 7/16”, 1/2”, 9/16”, 

5/8”, 11/16”, 3/4”, 13/16”, 7/8”, 15/16”, 
1”; Metric: 8, 9, 10, 11, 12, 13, 14, 15, 16, 
17, 18, 19mm

11 Piece 3⁄8” Drive Impact 
Socket Set (SAE)

12 Piece 3⁄8” Drive Impact 
Socket Set (Metric)
391191          1599
25589 (SAE)
391190         1599
25587 (Metric)
• �Shallow 6 Point SAE Sockets
• �SAE: 5/16”, 3/8”, 7/16”, 1/2”,  

9/16”, 5/8”, 11/16”, 3/4”, 13/16”, 7/8”, 
15/16”, 1”; Metric: 8, 9, 10, 11, 12, 13, 
14, 15, 16, 17, 18, 19mm

5 HP 60 Gallon 
Vertical Two Stage
237654               
OEM5S208/230T6V

1,29999
• �208/230 Volt, Single Phase
• �CFM: 14 @175 PSI
• �Low 22 Running Amps, 30 Amp Service
• �Industrial Grade Motor with Cooling Fan
• �Two Cylinder Cast Iron, Two Stage Pump
• �Automatic On/Off Pressure Switch
• �Efficient Lightweight Stainless Steel  

Reed Valves
Options Available:
• �Three Phase Motor
• �Automatic Tank Drain
• ��Service Kit: Increases Pump Warranty  

To Two Years
Kit Includes:
• �Air Filter, Half Gallon of Compressor  

Oil and Service Sticker

• �208/230 Volt, Three Phase
• �CFM: 36 @ 175 PSI
• �Low 28 Amps, 40 Amp Service
• �Magnetic Starter Included
• �Industrial Grade Motor with  

Cooling Fan
• �4 Cylinder Cast Iron, Two Stage 

Pump with Cast Iron Inner and  
After coolers

• �Manual Tank Drain
Options Available:
• �440/460 Volt Motor
• �Automatic Tank Drain
• ��Service Kit:  

Increases Pump  
Warranty To  
Two Years

Kit Includes:
• �Two Air Filters, Gallon of 

Oil and Service Sticker

10 HP 120 Gallon 
Horizontal Two Stage
237638                    2,52999
OEM10T208/230T12H

7 HP 80 Gallon 
Vertical Two Stage
237632  
OEM7S208/230T8V

2,12999

• 208/230 Volt, Single Phase
• CFM: 23.5 @175 PSI
• �Low 28 Running Amps, 40 Amp Service
• �Magnetic Starter Included
• �Industrial Grade Motor with Two Cooling Fans
• �Two Cylinder Cast Iron, Two Stage Pump with 

Cast Iron Inner and After coolers
• �Manual Tank Drain and Vibration Pads Included
• �Automatic On/Off Pressure 
Switch with Head Unloader Valve
Options Available:
• �Three Phase Motor
• �Horizontal Tank
• �Automatic Tank Drain
• ��Service Kit: Increases Pump  

Warranty To Two Years
Kit Includes:
• �Air Filter, Half Gallon of Compressor  

Oil and Service Sticker

Impact Sockets

5 HP 
60 Gallon 
Vertical Two Stage
210433   1,39999
IRT2340L5

7.5 HP 
80 Gallon, 
Vertical Two-Stage
210434      2,39999
IRT2475N7.5

SPECIAL PRICE

Ingersoll Rand 
Lubricant,  
1 Quart
210438       
IRT38056602

1399
• �Extends Compressor 

Pump Warranties From 
1 Year to 2 Years

• �Durable Cast-Iron, 
Two-Stage  
Enblock Design

• �175 PSI Maximum 
Operating Pressure

• CFM: 25.0 @ 175 PSI
• Cast-Iron Pump
• �Automatic Start/Stop 

Control Oil  
Site Glass and En-
closed Belt Guard

• �Factory Mounted and 
Wired Motor Starter

• �Durable Cast-Iron, Two-
Stage Enblock Design

• �175 PSI Maximum 
Operating Pressure

• CFM: 14.7 @ 175 PSI
• Cast-Iron Pump
• �Automatic Start/Stop 

Control
• �Oil Site Glass and 

Enclosed Belt Guard
• �Factory Mounted and 

Wired Motor Starter

10 HP 120 Gallon, 
Horizontal Two-Stage  
Fully Packaged

988891          2,49999
IRT2545E10VFP

• �230/460 Volt
• � 3 Phase Motor
• � �V Block, Cast Iron Belt 

Driven Pump

Fully Packaged Includes 
After Cooler  
and Automatic Tank Drain


