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Model 5040 A/E  
Rim Clamp Tire 
Changer
030735 (Air) 3,19999
AMM8184822

034151 (Electric) 
AMM81848224	
• �High Torque X-Shaped Turntable (Air or  

Electric); Pedal Controlled for More Careful 
Tire Mounting/Dismounting for High Volume

• �Built In Bead Seating Jets; Quickly Seats 
Even Loose Beads While Tabletop Inflation 
Provides Faster Workflow

• �X-Shaped Tabletop Holds Wheels in Place
• �Pressure Limiter for Inflation Control and Safety
• �Rim Diameter External: 10”- 21”
• �Rim Diameter Internal: 12”- 21”
• �Rim Width: 10.5”

Model 5050  
AX/EX Rim Clamp 
Tire Changer
534390 (Air)5,79999
AMM8047075       

534388 (Electric)
AMM8047074
• �Exclusive Pedal-Actuated X-Shaped 

Tabletop
• �One-Control Manual Swing Arm Adjusts 

Horizontal Tool Head Position While Easy 
Second Control Adjusts Vertical Height

• �1.5 HP Air Drive System Provides Power 
Plus Infinite Wheel Control

• �Extended Tabletop Services a Broader 
Range of Wheels

• �Rim Diameter External: 6”- 22”
• �Rim Diameter Internal: 8”- 24”
• �Rim Width: 14”

Model 775  
Wheel  
Balancer
210246          2,69999
AMM85007775
• For Low to Medium Volume Shops
• Handles Assemblies Up to 100 Lbs
• �Integrated LED Matrix Display; Easy 

to Read  
Visual Cues and Keypad Promote 
Proper Balancing Techniques and  
Faster Bay Turnaround Times

• �10 Balancing Modes; Multiple Static, 
Dynamic and Alloy Modes

• �Self Calibrating; Provides Balancing  
Accuracy Within 1/100 of an Ounce

Model 4050   
Center Post Tire 
Changer
210255          2,99999
AMM8028717
• �Changes Tires on Wheels with  

Diameters from 10” to 17.5”, 19”  
Rim Width and 38” Maximum  
Tire Diameter

• �The 7.5 Gallon Surge Tank Provides  
a Blast to Seat Even Tough, Narrow 
Tires, While the Tall Positioning Pin 
Eliminates the Need for Adapters

• �Easy Two-Pedal Operating System  
for Bead Breaking, Mount/Demount  
and Inflation

Tilt Back Tire 
Changer
899918 1,79999
RANR23
• �Internal Rim Clamping Capacity: 

12” - 23”, 
• �External Rim Clamping Capacity: 

10”- 20”
• �Bead Breaker Tire Width Capacity  

(Demounting) 3”-16” 
• �Maximum Tire Diameter: 47
ALSO AVAILABLE IN COMBO.

Includes a FREE  
Wheel Protection Kit

Model 875  
Wheel  
Balancer
210248            3,99999
AMM85008875
• For Low to Medium Volume Shops
• �Standard Four Cone Set Can Handle  

Wheels Up to 130 Lbs
• �Automatic Distance and Diameter  

Entry; Automatic Measurement of  
Two Parameters with Manual Control 
Back-Ups

• �Auto Start Hood; Balancing Cycle  
Begins When You Lower the Hood

Model 1250 
Wheel Balancer 
with Laser  
Guided Operation
210254         5,34999
AMM8121250
• �Extremely Fast, Exceptionally Accurate 

LED Balancer Designed for Front Line,  
High Volume Shop

• �Laser Guided Operation, Dual Operator 
Modes, Behind-the-Spoke Direct Weight 
Placement

• �EB Technology Reviews Both Static  
and Dynamic Imbalances in One Spin  
to Optimize Weight Placement

NEW
NEW

Model 1000  
Wheel  
Balancer
212808            2,89999
AMM85009045
• �Powerful Direct Drive Motor and  

Microprocessor for Fast Cycle Times
• �Eight Separate Balancing Modes
• �Ounce/Gram Selectable Readings with  

Round Off
• �Automatic Self Calibration
• �28mm Shaft Standard, Can be Converted  

by Purchasing a 40mm Conversion Kit
• �Includes: 4 Standard Cones, Back Cone  

Spring, Hub Nut and Pressure Drum,  
Width Calipers, Wheel Weight Pliers and  
Storage Shelves

Model 5035E  
Tire Changer
988892       2,89999
AMM8047106
• �For Alloy and Steel Wheels
• �Electric Drive Turntable for Reduced Noise
• �Includes Bead Seating Jets to Aid in 

Inflation
• � 3.4 Gallon Air Surge Tank 
• �Rim Diameter External: 12”-19” External
• �Rim Diameter Internal: 15”-22” Internal
• Rim Width: 10” Max
• Tire Diameter: 40” Max
• �Includes: Lube Applicator, Lube Bottle, 

Bead Lift Tool, Hose with Air Chuck,  
Inflation Safety Limiter and Filter Lubricator

Model 5045E  
Tire Changer
988894       3,29999
AMM8047107
• �For Alloy and Steel Wheels
• Electric Drive Turntable for Reduced Noise
• �Includes Bead Seating Jets to Aid  

in Inflation
• 3.4 Gallon Air Surge Tank 
• Rim Diameter External: 10”-21”
• Rim Diameter Internal: 12”-24”
• Rim Width: 10.5” Max
• Tire Diameter: 40” Max
• �Includes: Lube Applicator, Lube Bottle,  

Bead Lift Tool, Hose with Air Chuck,  
Inflation Safety Limiter and Filter Lubricator

Wheel Balancers

   

Wheel  
Weight Tool
217378 1499
25690
• �Tool Installs, Removes, Trims and Tightens All  

Types of Clip-on Wheel Weights
• �Features a Special Plastic Material on Hammer 

Head for Safe, Mar-free Installation of Specially 
Coated Wheel Weights Used on Alloy Wheels

Rim Clamp 
Tire Changer
899920     2,49999
RANR23ST
• �Handles Both Standard Passenger 

Wheels and Light Truck Wheels as 
Large as 50” Diameter

• �Internal Rim Clamping  
Capacity: 12 1/2”- 22”

• �External Rim Clamping  
Capacity: 11 1/2”- 21”

• �Bead Breaker Tire Width  
Capacity: (Demounting) 3”- 14”

• �Maximum Tire Diameter: 50”

Includes a FREE Wheel 
Protection Kit

Combos

Save $200 
When You Buy the Combo

Save $200 
When You Buy the Combo

Rim Clamp  
Tire Changer
900092 1,19999
RANR710
• �1-1/2 HP Motor (110/220VAC  

50-60 HZ),
• �Internal Rim Clamping  

Capacity: 12”- 21”
• �External Rim Clamping  

Capacity:  
10”- 18”

• �Turntable Tire Width  
Capacity (Mounting) 5”- 12” 

• �Bead Breaker Tire Width  
Capacity (Demounting) 3”- 11”

• �Maximum Tire Diameter: 36”

Includes a FREE Wheel 
Protection Kit

Tire Changer/  
Balancer Combo
220427                 
RANR23STCOMBO

3,74999
Combo Includes     
RANR23ST and
RANDST1200

Tire Service

 

Wheel Balancer
899908     1,44999
RANDST1200
• �Motor 1.5 HP / 110 / 220V
• �Drive System Belt Drive
• �Balancing Modes Motorcycle /  

Dynamic / Static / 3-Alloy
• �Max Tire Diameter: 47”
• �Max Tire Weight 145 Lbs 
• �Max Wheel Diameter: 10”- 24”
• �Wheel Width: 2”- 16”
• �Balancing Increments: 0.25 or 0.01 Ounce
• �Average Balancing Speed: 280 RPM

Tire Changers

Tire Changers

Tire Changer/  
Balancer  
Combo
220431                  
RANR710COMBO

2,44999
Combo Includes     
RANR710 and
RANDST1200


