Battery Service and Jacks

Battery Service

(EIASSOCIATED) (EIASSOCIATED) Kwikstart 6250 NEW (EJASSOCIATED)
, 9888867 'I 4999

Heavy-Duty Fast o,
Commercial Charger * Peak Amps: 1650 A

¢ Cold Cranking Amps (CCA): 360 A
Charger 40/40 A, 200 Amps * Battery Power: 12 V/22 AH
100/75 A, 375 Amps Cranking Assist « Booster Cables: 32" 4 AWG
Cranking Assist 434260 99 )

The Kwikstart 6250 Rechargeable 12 Volt DC
155657 63,099 icion 199
ASC6001A ) * 6/12 Volt DC Battery ideal for jump-starting cars, trucks,
0 6/12 Volt | Manual Timer boats, RV's and tractors. The operator can also

use up to 50 hours of portable DC power for cell
phones, work lights and more. The patented
clamp on bars make it easy for stowing clamps
when not in use. The heavy-duty carrying handle
is designed for rough use. Comes equipped with
a 120 Volt charger with overload protection.

* 16-3,6.5" AC Cord
¢ 400 A Clamp Rating
e Safety, Quality and Value

* Patented “Stop/Go” Light

e Automatic Reset AC
and DC Breakers

e UL and CSA Listed for
Indoor and Outdoor Use

=

el Portable (F1ASSOCIATED)
Charger

(EIASSOCIATED) (EIASSOCIATED) 10/2 Amp .

Fast charger PRIcE S?;,'e lltlh Any Fast Charger NEW Sav;e ht'hAny * 6/12 Volt ]

r * Automatic

70/65/30A, e ;(5)(/) 6“0/30 A, PRICE o . ér;at f?)tr Standard, Deep-Cycle and Small Batteries

280 Amps s, mps

Cranking Assist ) Cranking Assist Batte ry Testers

444366 99 - 496661 99

S - I Sattery Load Tester _ Aitenata]

e Patented “Stop/Go” Li f P adl el rane o Timer 496662 =]

. iuttorr:a(tjic 1S'|tmz/rGWithLl?Igltd R . Zan Cooled ASC6026 5 999 % Batterv TESter

¢ Five Charging Positions
e UL and CSA Listed for
Indoor and Outdoor Use

® 12/24 \lolt

¢ 0-16 Volts DC

® 2" 14/2 Leads

* Quality at
value Pricing

o UL Listed for Indoor
and Outdoor Use

434261 99
ASC6031 l 3 9

¢ 0-16 Volts DC

® 125 Amp Load

®2' 14/2 Leads

\

s
Made in USA

2'>-Ton Pro-Series

Floor Jack
901165

1997
RANRFJ214T

o | ifting Capacity: 4,500 Lbs

e Lowered Height: 5"

¢ Raised Height: 19-1/4"

¢ \Welded Lift Arm Assembly

* Professional Model,

1~-Ton Aluminum
Racing Jack

airrsooon. 24977

e Lifting Capacity: 3,000 Lbs

e Lowered Height: 3-1/2"

* Raised Height: 17-3/4"

¢ Lightweight

¢ Dual Plunger Pump Assembly

3-Ton Suﬂer Duty
Floor Jac

901524 2 6 999
RANRFJ3T

o Lifting Capacity: 6,000 Lbs

¢ Lowered Height: 4-3/4"

¢ Raised Height: 20-1/2"

o Safety Overload System

¢ Heavy Steel Construction
for Durability

High Reach
Jack Stand

901728 99
RANRJS1TI 2 I

¢ Holding Capacity: 1,650 Lbs
e | owered Height: 54 72"

¢ Raised Height: 80 2"

e Stabilizes Vehicles that are
Raised on Lifts

¢ Wide 12" Diameter Base
Provides Maximum Stability

Designed for Heavy Use

Also Available
with Foot Pedal
901734

RANRJS1TFI 2799

660 Lb 1-Ton "_t
Transmission Transmission Telescoping
Jack Jack “Transjak”

0339

e Lifting Capacity: 660 Lbs

oo 38 977

o Lifting Capacity:

i 7 497

o Capacity First Stage:

¢ [ owered Height: 51" 1,100 Lbs = 2,000 Lbs
* Raised Height: 73" ¢ Lowered Height: 45" o Capacity Second Stage: 3_1_
¢ Alloy Plated Single Stage Ram * Raised Height: 72" 1,000 Lbs ‘ ) on
¢ Hand Operated Pump ¢ Alloy Plated Single Stage Ram . Loyvered Helght: 37 901769 4999
¢ Foot Operated Pump ¢ Raised Height: 79-%" RANRJS3T
¢ Foot Operated Pump
6-Ton
901785 8999
RANRJS6T
12-Ton

sy 19977




