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Welding

Welding Cutting

Thermal Arc The Fabricator  
210 MIG Welder
237667               1,69999
THE100047B001

Thermal Dynamics Aircut 
15C Plasma Cutter 
237661    1,09999
THE111101

Thermal Dynamics 30 AMP Cutmaster 
39 Plasma Cutter
237662  1,39999
THE13830

Thermal Dynamics
Cutskill C20A Plasma Cutter
237663  1,49999
THE11625

Thermal Arc 95S 
Inverter Stick and TIG Package 
237668        59999
THEW1003203

Input Voltage 208/230, Input 41/34 
Amps, AC 250, Output Range 20-250 
Amps, OCV 42, 60 Hz, 1 Phase, Rated 
Output 210A @ 25.3V 40%, Wire Size 
0.023 - 0.045 In
• �Thermal Overload Protection
• �16 Power Settings
• �Spool Gun Ready

• �Drop Down Cylinder Rack, and Spot/ 
Stitch/ Dwell Timers

• �IEC974-1, IP23S
• �Includes 15 Ft 250 Amp MIG Gun, 10 

Ft Work Cable and Clamp, and Gas 
Regulator/Flowmeter

• �10 Ft Input Power Lead and  
Set Up Chart

Thermal Arc FP95 90 AMP 
Flux Welder
237664       39999
THE14440322
The New Portable FP95 Flux-Cored 
Wire Welder  
Delivers a Basic Yet Effective Weld-
ing Performance.
• �Primary Voltage: 120 Volt

• �Maximum Output: 90 Amp
• �Duty Cycle @104F: 15% @80 Amp 

@ 17.5V
• �Current Range: 20-90 Amp
• �Maximum Plate Thickness: 3/16”

Fast, Easy Cuts on Most Metals. 
Portable and Powerful Inverter 
Based Power Supply Links the 
Unit to Primary Voltage from 
115 to 230 Volts. Connect to 
an Air Compressor and This 
System is Ready to Cut.
• �Rated Output 20A @ 115VAC, 

25A @ 230VAC 
• �Input Voltage 115/230, Input 

20/14 Amps 

• OCV 380
• Duty Cycle 30% 
• �Cutting Capacity 1/4 In @ 115V 

and 3/8 in @ 230V, PSI 65
• �For HVAC, Sheet Metal Fabrication 

and Light Maintenance
• �Inverter Power Supply
• �Cable Length 20 Ft 
• �Includes Sl60 1 Torch with 20 Ft 

Lead, Air Regulator, Extra Cutting 
Tips and Electrodes

The CUTMASTER 39 Provides the 
Same Reliability  
and Performance You Have Come 
to Expect from the CUTMASTER 
Series. This 30 Amp Plasma Cutter 
Produces Quality Cuts from Gage to 
1/4” Material
• �Max Output Current - 30 Amp 
• �Input Voltage - 120-230V, Single 

Phase, 50/60 Hz 

• �Input Amps at Max Output 
• �29 Amps AT 120 Volts
• �17 Amps AT 230 Volts 
• �Duty Cycle - 35% at 30A, 60% at 22A
• �Recommended Cut - Inches (mm) 

- 1/4” (6) 
• �Torch Model - SL60 
• �Air Pressure - PSI (Bar) - 65 (4.5) 
• �Flow - CFM (L/m) - 5 (141)

Setting the Standard in 
Flexibility, Value, and 
Performance. Ready to Cut 
Right Out of the Box. No 
Compressor Needed. JUST 
PLUG IT IN!
• �25% More Power 

• �50% Less Weight 
• �Internal Air Compressor 
• �Lightweight 
• �1/8” (3mm) Cut Capacity 
• �Easy to Use 
• �Faster Cut Speeds

CutSkill 250 
with CGA510 Outfit
237669           29999
THE03842500
• �Capable of Welding from 1/32’’ / .79mm 

up to 1 1/4” / 31mm with Appropriate 
Welding Nozzle and Cutting from 
1/8” / 3mm up to 6” / 150mm with 
Appropriate Cutting Tip

• �Use of Alternate Fuel Tips Require an 
Upgrade to T-Grade Hose and Possibly 
a Different Fuel Regulator

Thermal Arc  
135 AMP  
MIG Welder
237665     69999
THE1440326

The new portable FP135 
Flux-Cored Dual Purpose Wire 
Welder Delivers a Versatile and 
Effective Welding Performance. 
This System Features a Quick 
Change Internal Polarity Adjust-
ment to Change Between a MIG 
and Flux Cored Welding. 

• �Primary Voltage: 120 Volt
• �Maximum Output: 135 Amp
• �Duty Cycle @104F: 40% @90 Amp @ 18V
• �Current Range: 20-135 Amp

• �Maximum Plate Thickness: 1/4”
• �Comes with Tweco Gun, Return Cable 

and Clamp, Input Power Cord and Plug  
and a Spool of Flux Cored Wire

Thermal Arc Auto 
Darkening Helmet  
— USA
237673        29999
THEW4011700
• �Variable Shade 9-13
• �Battery Powered with Solar Assist
• �1/20,000 Second Reaction Time
• �Fully Adjustable Sensitivity  

and Delay Controls

Fixed Front 
Helmet 2” x 4-1/4”
237675          4999
THE14410024

Fixed Front  
Helmet 5-1/4” x 4 1/2”
237678          4999
THE14410026 

Lift Front  
Helmet 2” X 4 1/4”
237676          4999
THE14410025

Auto Darkening 
Helmet  2” X 4 1/4”
237656          24999
THE14410059 
• Fixed shade #10, 4.9” View

MIG Solid Wire 
.023 11 Lbs E70S6
988899        2899
THE14400211

MIG Solid Wire .023  
2 Lbs E70S6
988897        999
THE14400210
• ��Premium AWS Class ER70S-6
• �For General Purpose  

Mig Welding
• �Designed for Use  

on Mild Steel
• �Requires a  

Shielding Gas

11” 
C Clamp 
Pliers
3911801699
97028
C-Clamp Locking  
Pliers are Great for 
Welding or Other 
Clamping Tasks.  
• �Heat-Treated  

Alloy Steel, 
• �Quick-Release Lever 
• �Nickel Plate Finish

Welding Accessories

MIG Solid Wire .030  
11 Lbs E70S6
988895        2599
THE14400216

MIG Solid Wire .035 2 Lbs 
E71TGS Flux Cored
988901        1899
THE14400235
• ��Premium AWS Class E71T-GS
• ��Also Called “Self Shielding”  

or “Gasless”
• ��For General Purpose  

MIG welders
• ��Designed for Use  

on Mild Steel
• ��Requires No  

Shielding Gas
• ��DC Straight  

Polarity

E7018  
1⁄8 Electrode 
5 lbs
988904        1099
THE14400186
• �Premium AWS Class E-7018
• �Low Hydrogen Type
• �Designed To Produce X Ray  

Quality Welds
• �Medium Penetration
• �AC or DC, Reverse Polarity
• �70,000 PSI Tensile Strength

Introducing the New Thermal 
Arc 95S Welding Package. At 
only 10 Lbs, the Thermal Arc 
95 S is Light, Compact and 
Portable. Most Importantly, the 
95S is Attractively Priced
• �Excellent Portability! Light-

weight at Under 10 Lbs with 
Easy to Carry Shoulder Strap

• �Fan Cooled! For Improved Duty 
Cycle and Welding Performance

• �Cable & Plug Fitted! Supplied with 
115VAC Primary Cable and Plug 

• �Thermal Overload Protection! 
Alerts the Operator if Duty Cycle 
is Exceeded or Airflow is Blocked. 
Single Amperage Range! Allows 
the Operator to Accurately Set the 
Welding Amperage

• �Easy to Use! Simple, User 
Friendly Set-up and Operation

E6011  
1⁄8 Electrode 
5 Lbs
988902        999
THE14400106
• �Premium AWS Class E6011
• �Mild Steel Type
• �AC or DC, Reverse Polarity
• �60,000 PSI Tensile Strength

Welding Helmets


